


In accordance with CE Standards ✓

Data setup By keyboard visible on back lighted display

Storable code max. 300

Programmable quantity of pieces max. 9,999

Lots programmable

Workable length min. 230 mm - max. 500 mt.

Cable length control With external encoder

Workable diameter min. 2 mm - max.16 mm

Flexible cable workable section min. 1 mm2 - max. 70 mm2

OPTIONAL: 
workable diameter bigger hole
Flexible multi-polar cable workable section

max. 16 mm
max. 70 mm2 (?) to be verified

Insulation displacement length programmable

Double incision with cable rotation programmable

Feed speed max. 2 mt./sec

Acceleration and deceleration ramps programmable

External scoring unit software management ✓

Connectors for accessories Prefeeder or dereeler, programmed 
hot marker/inkjet, line-stacker or pivots 
rewinder

OPTIONAL kit encoder for accessories manage-
ment

Motorized stacker or pivotsrewinder

OPTIONAL Touch-screen complete with PC

Power supply-absorption 400V - 50-60 Hz. - 8A

Air supply 6 bar continuous

Overall dimensions 1250 x 650 x H 800 mm

Weight Kg. 220
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Some details

Inline assembly example:
1.	 Prefeeder
2.	 Inkjet marker
3.	 Cut, strip & unjacket machine
4.	 Coiler
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